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1
SHARED SWAPPABLE ENERGY MODULE

TECHNICAL FIELD

The field to which the disclosure generally relates to
includes energy modules, vehicles for using energy modules
and methods of using the same.

BACKGROUND

Vehicles may be powered by batteries alone or as a hybrid
wherein a combustion engine or other energy source such as
a fuel cell stack in used in combination with a battery and en
electric motors to propel the vehicle. Goods may be trans-
ported by such vehicles.

SUMMARY OF ILLUSTRATIVE VARIATIONS
OF THE INVENTION

A number of variations may include a product including: a
vehicle having a cargo bed and a plurality of electrical con-
tacts provided in the vehicle bed constructed and arranged to
be connected to electrical contacts on a module having a
battery.

A number of variations may include a method comprising:
providing a vehicle having a cargo bed and a plurality of
electrical contacts provided in the vehicle bed constructed
and arranged to be connected to electrical contacts on a mod-
ule having a battery, the vehicle including an electric motor
for propelling the vehicle; providing at least one module, the
module including a module battery and an electrical contact
connected to the module battery and constructed and
arranged to engage one of the electrical contacts provided in
the vehicle bed; charging the module battery and loading the
module with the charged module battery on the vehicle bed,
and supplying power to the electric motor of the vehicle from
the module battery.

Other illustrative variations of the invention will become
apparent from the detailed description provided hereinafter. It
should be understood that the detailed description and spe-
cific examples, while disclosing optional variations of the
invention, are intended for purposes of illustration only and
are not intended to limit the scope of the invention.

BRIEF DESCRIPTION OF THE DRAWINGS

Select examples of variations of the invention will become
more fully understood from the detailed description and the
accompanying drawings, wherein:

FIG.11s aperspective view of a product which may include
a vehicle having a battery power source and a plurality of
modules each including a battery according to a number of
variations of the invention.

FIG. 2 is a side view of a vehicle including a plurality of
modules each having a battery according to a number of
variations of the invention.

FIG. 3 illustrates a vehicle including a battery power source
and an open cargo bed for receiving a plurality of modules
each having a battery according to a number of variations of
the invention.

FIG. 4 illustrates a vehicle including a battery power source
and a plurality of modules each having a battery loaded on the
cargo bed of the vehicle according to a number of variations
of the invention.

FIG. 5 illustrates a vehicle including a battery power source
with four modules each including a battery loaded on the
cargo bed of the vehicle according to a number of variations
of the invention.
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FIG. 6 is a sectional view with portions removed illustrat-
ing a locking mechanism for securing the module to the cargo
bed of a vehicle according to a number of variations of the
invention.

DETAILED DESCRIPTION OF ILLUSTRATIVE
VARIATIONS OF THE INVENTION

The following description of the variations is merely illus-
trative in nature and is in no way intended to limit the inven-
tion, its application, or uses.

A number of variations of the invention are illustrated in
FIG. 1 and may include a product 10 which may include a
vehicle 12 and a module 14. The vehicle 10 may include an
operator’s cabin 16 and a cargo bed 18. The vehicle 10 may
include an engine compartment 20 which may in some varia-
tions house a combustion engine or other power source such
as a fuel cell stack. The vehicle may include a battery 21
which may be connected to one or more motors (not shown)
to propel one or more wheels 23 of the vehicle in a manner
known to those skilled in the art. In a number of variations the
vehicle may be powered by the vehicle battery 21 without a
combustion engine or fuel cell stack present. A plurality of
electrical connectors 22 may be provided in the vehicle bed
18 and operatively connected to vehicle motors and/or the
vehicle battery 18. A plurality of locking features such as
recesses 22 may be provided in the vehicle bed 18. Alterna-
tively, or in addition thereto other locking features such as
other recesses 26 may be provided matting with locking fea-
tures on the module 14. The locking features of the module 14
may include a first pawl 28 and/or a second pawl which may
extend from the bottom 27 of the module 14 and may engage
shoulder 32, 34, respectively, of the vehicle bed 18.

In a number of variations of the invention the vehicle may
include in a number of variations a first rail 36 and/or asecond
rail 38 overlying the vehicle bed 18. The rails 36, 38 may
extend from a front cargo area wall 40 to a rear support 42
connected to the vehicle bed 18. A lift mechanism 56 may be
connected to the first rail 36 and may include a plurality of
telescoping arms connected to move a grasping mechanism
58 in both vertical and horizontal directions. The lift mecha-
nism 56 may be moved along the rail 36 by a power assist
device such as a chain, belt, or an electric, hydraulic or pneu-
matic piston. The grasping mechanism 58 may mate with a
lift feature 60 such as a recess formed in the module 14 in
order to lift the module from the ground and onto the vehicle
bed 18.

The module 14 may include an engagement structure 48
which may include a handle portion 50 connected to a first
foot and/or a second foot which may be positioned adjacent
the electrical contact 46 constructed and arranged to engage
one of the electrical contact s22 of the vehicle bed 18. The first
foot 52 and/or second foot 54 may be constructed and
arranged to provide a locking features similar to the first pawl
28 and second pawl 30 shown in FIG. 6. The module 14 may
be constructed and arranged to hold goods such as packages,
letters, and other items. The module 14 may include a battery
64 (shown in FIGS. 2, and 4-5). The battery 64 may be
connected to a motor in the module 14 for driving the wheels
44 of the module 14.

A number of variations of the invention are shown in FIG.
2 and may include a vehicle 12 having a cargo bed 18 and a
plurality of modules 14 with electrical contacts 46 for engage-
ment with electrical contacts 22 provided in the vehicle bed
18.

FIG. 3 illustrates a vehicle 12 including an open cargo bed
18 which does not include any of the modules 14 thereon. The
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unloaded vehicle has zero cargo weight. If the vehicle battery
21 has 150 kW of power, the total available power to the
vehicle in an unloaded state is 150 kW.

InFIG. 4, two modules 14 are shown loaded onto the cargo
bed 18. Each module includes a 15 kW battery. In this
arrangement, if the vehicle battery 21 has 150 kW of power,
the total available power to the vehicle is 180kW. The module
batteries 64 may be connected together in series or parallel
and may provide additional power that may be utilized by the
vehicle making a number of deliveries and pickups along a
delivery route. The vehicle may be equipped with a plurality
of switch and at least one bus to selective change a select
number or all of the batteries from being connected in series
to being connected in parallel and vice versa. The use of the
modules 14 including a battery 64 may be particularly advan-
tageous in that the vehicle 12 may be kept in service for an
extended period of time without having to sit idle while the
vehicle battery 21 is recharged.

In a number of variations of the invention the battery 64 for
a particular module 14 may be charged an amount just suffi-
cient to power the module battery 64 at the delivery location.
If desired, additional power may be stored in the battery 64
sufficient to assist in powering the vehicle when the module is
loaded on the vehicle bed. 18.

As a result, energy savings may be achieved by scheduling
the amount and timing that a particular module battery 64 is
charged in view of scheduled future use of the module 14. The
module battery may be charge an amount which is based on
the weight of the module with goods loaded therein and the
distance the module will travel from the vehicle into a deliv-
ery facility and the amount of power anticipated to be used by
the module motor in driving the module wheels in moving the
module from the vehicle into the delivery facility and/or
moving the module from the delivery facility back to the
vehicle when the module is picked up. The amount of charge
supplied to the module battery may also be based on the
anticipated amount of power the module battery will supply
to power the vehicle electric motor along a predetermined
delivery route.

In FIG. 5, four modules 14 each including a 15 kW battery
are loaded on the cargo bed 18 of the vehicle 12. If the vehicle
battery has 150kW of power then the total available power for
use by the vehicle is 210 kW.

The modules 14 may be delivered to a facility where goods
may be unloaded from the module or the module may be
delivered empty and so that goods such as letters, envelopes,
packages or other goods may be deposited in the module 14
over aperiod of time. While at the facility, the battery 64 of the
module 14 may be recharged as desired and when the module
14 is loaded back on to the vehicle the recharge battery 64
may be used by the vehicle for power along the vehicle
delivery route. The vehicle 12 may more for one facility to
another delivering and/or picking up modules 14 with or
without goods in the modules 14.

The following description of variants is only illustrative of
components, elements, acts, product and methods considered
to be within the scope of the invention and are not in any way
intended to limit such scope by what is specifically disclosed
or not expressly set forth. The components, elements, acts,
product and methods as described herein may be combined
and rearranged other than as expressly described herein and
still are considered to be within the scope of the invention.

Variation 1 may include a product comprising: a vehicle
having a cargo bed and a plurality of electrical contacts pro-
vided in the vehicle bed constructed and arranged to be con-
nected to electrical contacts on a module having a battery.
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Variation 2 may include a product as set forth in Variation
1 wherein the vehicle further comprises a vehicle battery for
use in propelling the vehicle.

Variation 3 may include a product as set forth in any of
Variations 1-2 wherein the vehicle includes lock features
provided in the vehicle bed for engagement with lock features
on a module for holding the module on the vehicle bed.

Variation 4 may include a product as set forth in any of
Variations 1-3 further comprising a plurality of modules, each
module including a module battery and an electrical contact
connected to the module battery and constructed and
arranged to engage one of the electrical contacts provided in
the vehicle bed.

Variation 5 may include a product as set forth in any of
Variations 1-4 wherein the module batteries of the plurality of
modules are connected in parallel.

Variation 6 may include a product as set forth in any of
Variations 1-5 wherein the module batteries of the plurality of
modules are connected in series.

Variation 7 may include a method comprising: providing a
vehicle having a cargo bed and a plurality of electrical con-
tacts provided in the vehicle bed constructed and arranged to
be connected to electrical contacts on a module having a
battery, the vehicle including an electric motor for propelling
the vehicle; providing at least one module, the module includ-
ing a module battery and an electrical contact connected to the
module battery and constructed and arranged to engage one of
the electrical contacts provided in the vehicle bed; charging
the module battery and loading the module with the charged
module battery on the vehicle bed, and supplying power to the
electric motor of the vehicle from the module battery.

Variation 8 may include a method as set forth in Variation
7 wherein the module comprises at least one wheel and a
module electric motor operatively connected to the at least
one wheel to drive the same, and supplying power to the
module electric motor to drive the at least one wheel.

Variation 9 may include a method as set forth in any of
Variations 7-8 wherein the module comprises at least one
wheel and a module electric motor operatively connected to
the at least one wheel to drive the same; unloading the module
from the vehicle bed outside a delivery facility and supplying
power to the module electric motor to drive the at least one
wheel to at least assist in moving the module into the delivery
facility.

Variation 10 may include a method as set forth in any of
Variations 7-9 further comprising charging the module bat-
tery at the delivery facility to provide a recharged battery,
loading the module with the recharged battery on back on the
vehicle bed and supplying power from the recharged battery
to the vehicle electric motor.

Variation 11 may include a method as set forth in any of
Variations 7-10 further comprising supplying power to the
module electric motor to drive the at least one wheel to at least
assist in moving the module from the delivery facility to the
vehicle.

Variation 12 may include a method as set forth in any of
Variations 7-11 wherein the charging the module battery is
conduct so the battery has only enough power to supplying a
predetermined amount of power to the electric motor of the
vehicle along a predetermined vehicle route.

Variation 13 may include a method as set forth in any of
Variations 7-12 wherein the charging the module battery is
conduct so the battery has only enough power to supplying a
predetermined amount of power to the electric motor of the
vehicle along a predetermined vehicle route, and enough
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power to supply power to the module electric motor to drive
the at least one wheel to at least assist in moving the module
into the delivery facility.

Variation 14 may include a method as set forth in any of
Variations 7-13 wherein the charging the module battery is
conduct so the battery has only enough power to supplying a
predetermined amount of power to the electric motor of the
vehicle along a predetermined vehicle route, and to supply
power to the module electric motor to drive the at least one
wheel to at least assist in moving the module into the delivery
facility, and to supply power to the module electric motor to
drive the at least one wheel to at least assist in moving the
module from the delivery facility to the vehicle.

The above description of select examples of the invention
is merely exemplary in nature and, thus, variations or variants
thereof are not to be regarded as a departure from the spirit
and scope of the invention.

What is claimed is:

1. A product comprising:

a vehicle having a cargo bed and a plurality of electrical
contacts provided in the vehicle bed constructed and
arranged to be connected to electrical contacts on a
module having a battery, wherein the vehicle includes
lock features including recesses provided in the vehicle
bed for engagement with lock features on a module for
holding the module on the vehicle bed.

2. A product as set forth in claim 1 wherein the vehicle
further comprises a vehicle battery for use in propelling the
vehicle.

3. A product comprising:

a vehicle having a cargo bed and a plurality of electrical
contacts provided in the vehicle bed constructed and
arranged to be connected to electrical contacts on a
module having a battery, at least one wheel and an motor,
the motor connected to the battery for driving the at least
one wheel of the module, further comprising a plurality
of'modules, each module including a module battery and
an electrical contact connected to the module battery and
constructed and arranged to engage one of the electrical
contacts provided in the vehicle bed.

4. A product as set forth in claim 3 wherein the vehicle
includes lock features provided in the vehicle bed for engage-
ment with lock features on a module for holding the module
on the vehicle bed.

5. A product as set forth in claim 4 wherein the module
batteries of the plurality of modules are connected in series.

6. A product as set forth in claim 3 wherein the module
batteries of the plurality of modules are connected in parallel.

7. A method comprising:

providing a vehicle having a cargo bed and a plurality of
electrical contacts provided in the vehicle bed con-
structed and arranged to be connected to electrical con-
tacts on a module having a battery, the vehicle including
an electric motor for propelling the vehicle;
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providing at least one module, the module including a
module battery and an electrical contact connected to the
module battery and constructed and arranged to engage
one of the electrical contacts provided in the vehicle bed;

charging the module battery and loading the module with
the charged module battery on the vehicle bed, and sup-
plying power to the electric motor of the vehicle from the
module battery.

8. A method as set forth in claim 7 wherein the module
comprises at least one wheel and a module electric motor
operatively connected to the at least one wheel to drive the
same, and supplying power to the module electric motor to
drive the at least one wheel.

9. A method as set forth in claim 7 wherein the module
comprises at least one wheel and a module electric motor
operatively connected to the at least one wheel to drive the
same;

unloading the module from the vehicle bed outside a deliv-
ery facility and supplying power to the module electric
motor to drive the at least one wheel to at least assist in
moving the module into the delivery facility.

10. A method at set forth in claim 9 further comprising
charging the module battery at the delivery facility to provide
a recharged battery, loading the module with the recharged
battery on back on the vehicle bed and supplying power from
the recharged battery to the vehicle electric motor.

11. A method at set forth in claim 10 further comprising
supplying power to the module electric motor to drive the at
least one wheel to at least assist in moving the module from
the delivery facility to the vehicle.

12. A method as set for in claim 9 wherein the charging the
module battery is conduct so the battery has only enough
power to supplying a predetermined amount of power to the
electric motor of the vehicle along a predetermined vehicle
route, and enough power to supply power to the module
electric motor to drive the at least one wheel to at least assist
in moving the module into the delivery facility.

13. A method as set for in claim 9 wherein the charging the
module battery is conduct so the battery has only enough
power to supplying a predetermined amount of power to the
electric motor of the vehicle along a predetermined vehicle
route, and to supply power to the module electric motor to
drive the at least one wheel to at least assist in moving the
module into the delivery facility, and to supply power to the
module electric motor to drive the at least one wheel to at least
assist in moving the module from the delivery facility to the
vehicle.

14. A method as set for in claim 7 wherein the charging the
module battery is conduct so the battery has only enough
power to supplying a predetermined amount of power to the
electric motor of the vehicle along a predetermined vehicle
route.



